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Mechanical Specifications Technical drawing
External Dimension 2465 x 1134 x 30 mm
Weight 34.6 kg Mmmvﬂllﬂllﬂllﬂ}mmmm%m
L QA !
Solar Cells N-TOPCon 182 x 91Tmm (156 pcs) A LA AT 1
2.0mm AR d glass, | il - | T ,
: ti i-t low i 10,10
Front / Back Glass mm coa In.g semi erlm.)ere glass, low iron WWWEW%W B WWW‘W’WWW {‘ !'
Frame Anodized aluminium alloy T - AL O > ”
Junction Box IP68, 3 diodes AR AR U T =
Output Cables 4.0mm?2, 250mm(+)/350mm(-) or Customized Length - [

Packing Configuration

SectionA

IR i
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Container 20'GP 40'HQ L
IR

Pieces per Pallet 36 36

Pallets per Container 4 L O L AL UL LR

Pieces per Container 144 648 O

Electrical Characteristics

Module Type SRP-615-BTZ-BG SRP-620-BTZ-BG SRP-625-BTZ-BG SRP-630-BTZ-BG

Front Front Back Front Front Back Front Front Back Front Front Back
STC NOCT STC STC NOCT STC STC NOCT STC STC NOCT STC

Maximum Power -P, (W) 615 462 492 620 466 496 625 470 500 630 474 504
Open Circuit Voltage -V, (V) 55.84 53.05 5582 @ 56.04 53.24  56.02 56.24 = 53.43  56.22 56.44 5362 56.42
Short Circuit Current -I,, (A) 1389 1111 1111 | 1395  11.16  11.16 1401 1121 | 1121 1407 1126 11.26
Maximum Power Voltage -V, (V) 46.56 43.72 4654 | 46.76 4393  46.74 46.93 4411 | 46.91 4713 4432 | 47.11
Maximum Power Current -1, (A) 1321 1057 1111 | 1326 = 1061  11.16 13.32 1066  11.21 13.37 | 1070  11.26
Module Efficiency STC-n,, (%) 22.00 22.18 22.36 22.54
Power Tolerance (W) (0, +4.99)
Pmax Temperature Coefficient -0.30 %/°C
Voc Temperature Coefficient -0.25 %/°C
Isc Temperature Coefficient +0.046 %/°C

STC: Irradiance 1000 W/m? module temperature 25°C AM=1.5
Power measurement tolerance: +/-3%

Rear Side Power Gain(SRP-620-BTZ-BG ) IV Curve
Power Gain 10% 15% 20% 25% 30% B ]
Maximum Power -P__ (W) 682 713 744 775 806 " q
Open Circuit Voltage -V, (V) 56.04 56.04 56.04 56.04 56.04 : 1
Short Circuit Current -1 (A) 15.35 16.04 16.74 17.44 18.14 g . ]
Maximum Power Voltage -V, (V) 46.76 46.76 46.76 46.76 46.76 .
Maximum Power Current -l (A) 14.59 15.25 15.91 16.58 17.24 T Incident rac. = 200 Wi ]

Application Conditions

Maximum System Voltage 1500V DC JE
Maximum Series Fuse Rating 25A ol
Operating Temperature -40~+85 °C o
Nominal Operating Cell Temperature 45+2 °C ot
Bifaciality 80%:+5% T
Mechanical Load Front side 5400 Pa / Back side 2400 Pa T

Vottage V]
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